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•     full body porcelain
•     5 colours
•     2 surfaces:  unpolished & rockface
•     1 tile size

 steptread available in rockface �nish only
•     suitable for commercial & residential applications

      MURANO  series
       COLOURS

         
         
         305 x 305 mm

1

         
         
         305 x 95 mm

       MANUFACTURING PROCESS

Salt & Pepper models (GP Series)  These models are full body porcelain tiles produced with the 

slip body in certain proportions by the dosing system while simultaneously being fed into the spray 

resistance of the tile to dirt accumulation and staining by sealing any micro pores on the surface 
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Steptread

         
         
Cove

         
         
         200 x 100 mm

         
         
         Antracite

         
         
         Beige

         
         
         Mocha

         
         
         Straw

         
         
         Timau

•
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 R.A.K. CERAMICS
 

 MODEL:                        GP Murano Series                        TYPE OF PRODUCT:                GRES PORCELLANATO TILE
 NOMINAL SIZE:          30.5 x 30.5 cm                               NATURE OF SURFACE:           UNPOLISHED & ROCKFACE
 THICKNESS:                 8.5 mm                                            BODY GROUP:                          Bla
 REF. STANDARD:        ISO 13006/ EN 14411                                                  

TEST DESCRIPTION
STANDARD  TEST

METHOD

STANDARD
REQUIREMENTS

ISO 13006: 
EN 14411

R.A.K. CERAMICS SPECIFICATION

UNPOLISHED
UP

ROCKFACE
R

LENGTH & WIDTH BE EN ISO 10545-2 ±0.6 % ±0.25 % ±0.25 %

THICKNESS BE EN ISO 10545-2 ±5.0 % ±5.0 % ±5.0 %

STRAIGHTNESS OF SIDES BE EN ISO 10545-2 ±0.5 % ±0.3 % ±0.3 %

RECTANGULARITY BE EN ISO 10545-2 ±0.6 % ±0.4 % ±0.4 %

SURFACE FLATNESS BE EN ISO 10545-2 ±0.5 % ±0.3 % ±0.3 %

WATER ABSORPTION BE EN ISO 10545-3 ≤0.5 % ≤0.05 % ≤0.05 %

BREAKING STRENGTH BE EN ISO 10545-4 ≥1300 N ≥1600 N ≥1600 N

RESISTANCE TO 
DEEP ABRASION

COEFFICIENT OF LINEAR 
THERMAL EXPANSION

BE EN ISO 10545-8 
Test method

available

THERMAL SHOCK 
RESISTANCE

BE EN ISO 10545-9 
Test method

available
No visible defect No visible defect

FROST RESISTANCE BE EN ISO 10545-12 Required
No visible
damage

No visible
damage

RESISTANCE TO HOUSE-
HOLD CHEMICALS & 
SWIMMING POOL SALTS

BE EN ISO 10545-13 Minimum Class UB
Class UA

No visible e�ect
Class UA

No visible e�ect

RESISTANCE TO LOW 
CONCENTRATIONS 
ACIDS & ALKALIS

BE EN ISO 10545-13 
Manufacturer to 

state classi�cation
Class ULA

No visible e�ect
Class ULA

No visible e�ect

RESISTANCE TO HIGH 
CONCENTRATIONS 
ACIDS & ALKALIS

BE EN ISO 10545-13 
Test method

available
Class UHA

No visible e�ect
Class UHA

No visible e�ect

RESISTANCE TO STAINS BE EN ISO 10545-14 
Test method

available
Min. Class 3 

stains removed 
Min. Class 3 

stains removed 

       Full body porcelain

       PRODUCT TYPE        NAME

      TECHNICAL SPECIFICATIONS

MANUFACTURER        DISTRIBUTOR 

       Prestige Tiles P/L
       16 Raglan Road
       Auburn  NSW  2144
       p  8717 9044
       f  8717 9017
       www.prestigetiles.com 

       Page 

      MURANO  series
     21/06/2010

2

TECHNICAL SPECIFICATION


